BUILDING CONTRACTOR TO ENSURE
NEW ROOF CONSTRUCTION ABUTS
EXISTING PROPERTY AND ALLOWS
FOR CODE 5 LED FLASHING AND
CAVITY TRAY AS REQUIRED AT
WALL ABUTMENT BELOW FIRST

FLOOR WINDOW PRIOR TO H
PROCUREMENT OF ANY MATERIALS.
SECONDARY SOURCE HEATING SYSTEM (NOTES)
SECONDARY SOURCE HEATING SYSTEM TO BE INSTALLED TO
SUNROOM C/W CLASS | FLUE AND FIRE STOPS WHERE NECESSARY
ALL TO MANUFACTURERS DETAILS AND SPECIFICATIONS. EXACT
LOCATION AND ROUTE OF FLUE TO BE AGREED ON SITE.
CODE 5 LEAD FLASHING TO 1
ROOF/WALL JUNCTION. (CAVITY WHERE CONCEALED FLUE AND VOIDS SHALL HAVE SUFFICIENT
TRAY) ABOVE NEW ROOF/WALL ACCESS FOR A VISUAL INSPECTION, ALL IN ACCORDANCE WITH
ABUTMENT PARAGRAPHS 1.47-1.51 AND DIAGRAM 14 OF THE APPROVED
DOCUMENT J 2010.
gﬁ‘é’YRS(’L(;FTISE}IT%LL BE LOCATION OF FLUE PASSING THROUGH ROOF TILES TO BE
POSITIONED IN ACCORDANCE WITH DIAGRAM 17 OF APPROVED
MATCH EXISTING DOCUMENT J 2010
NEW EXTERNAL WALLS SHALL EXACT POSITION ALONG WITH FULL DETAILS OF FLUE (TYPE AND
BE WHITE DASH TO MATCH SIZE) FIRE OPENING SIZE, HEARTH CONSTRUCTION AND SIZE TO BE
EXISTING SUBMITTED TO BUILDING CONTROL FOR APPROVAL PRIOR TO
INSTALLATION OF SECONDARY HEAT SOURCE COMMENCES.
ALL WINDOWS & DOORS TO
BE DG UPVC UNITS, COLOUR INSTALLATION OF SECONDARY HEAT SOURCE SHALL BE
WHITE TO MATCH EXISTING INSTALLED BY A MEMBER OF A SUITABLY COMPETENT PERSON -
DETAILS TO BE SUBMITTED TO LA PRIOR TO INSTALLATION.
PROPOSED REAR ELEVATION
Scale 1:100
A' SECONDARY SOURCE HEATING
gw IC W SYSTEM (SEE NOTES)
Lo @Qd’ WINDOWS TO SIDE WALL OF EXTENSION TO ACHIEVE
< - i MAXIMUM 'U' VALUE OF 1.4W/M’K. ANY GLAZING BELOW
T 1 7 | 800mm TO BE SAFETY GLASS TO BS 6206:1981.
a | MANUFACTURERS DETAILS TO BE SUBMITTED TO L.A FOR
%d B 1250 1eho 50 B APPROVAL PRIOR TO INSTALLATION. TX110/100 EXTRA
£5 f HEAVY DUTY CATNIC LINTEL OR SIMILAR INSTALLED OVER
; 2 | WINDOW OPENING ENDS TO HAVE 150mm MIN BEARING ONTO CODE 5 LEAD FLASHING TO
o< L | 1 I C35/20 MIN MASS CONCRETE PADSTONES. ROOF/WALL JUNCTION. (CAVITY
=L A~ ! =T TRAY) ABOVE NEW ROOF/WALL
=5 [N | gl ol NEW WALLS TO BE TIED INTO EXISTING USING STAIFIX ABUTMENT
Sm | >l [ K_g &1 7 UNIVERSAL WALL STARTER SYSTEM SUPPLIED BY
= Tl B N ANCON OR SIMILAR. VERTICAL DPC TO BE INSTALLED
2z [IES | IR TO PREVENT ANY DAMP PENETRATION MINIMUM
% 2 | H BRICKWORK RETURNS TO BE 665mm.
|
a
SUNRPOM =) INSTALL NEW VELUX WINDOWS COMPLETE WITH PATENT
Cj EX.IC [ g FLASHING. GLAZING TO BE PROTEC-SAR OR SIMILAR SAFETY
! 8 5 GLASS TO BS6206 1981. OPENINGS FORMED USING 200x50 SC3
1 [ Y ﬁ TRIMMERS & PACKERS TO SUIT PROPOSED WINDOW UNIT -
< TRIPLE RAFTERS SHALL BE PROVIDED EITHER SIDE AND
2No STEEL BEAMS OVER
© 2 DOUBLED UP TOP AND BOTTOM. ALL INSTALLED TO
A 500Typ. 5 MANUFACTURERS DETAILS.
[sa]
1000 (REF DIMENSION) TO BE 2 NEW VELUX WINDOWS TO SUNROOM TO
| < | — | —
CONFIRMED BY BUILDING CONTRACTOR z HAVE VENTILATION OF AT LEAST 5000mm?
= 3 PROVIDED BY TRICKLE VENTS AND ACHIEVE
UTILITY 9] | a MAXIMUM 'U' VALUE OF 1.4W/M’K.
(%]
= 5 KITCHEN g
] m
2 — o EXISTING REAR WALL TO BE REMOVED AS
8 § SHOWN. REFER TO STRUCTURAL PROPOSED GABLE ELEVATION
© 5 ENGINEERS CALCULATIONS. Scale 1:100
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ERECTION OF NEW SINGLE STOREY EXTENSION TO REAR OF
PROPOSED GROUND FLOOR PLAN EXACT LOCATION, DETAILS AND REQUIREMENTS OF PROPOSED NEW DRAIN LINE/RUN AND EXISTING DWELLING FOR MR & MRS MCCAUGHANa GHYLL
Sealo 1-100 DOWN SPOUTS TO BE DETERMINED ON SITE TO SUIT FINAL LAYOUT AND ALL AGREED WITH L.A. BANK HOUSE, WHITEH AVEN, CUMBRI A, CA28 7TY
NEW DRAINAGE LEVELS TO TIE INTO EXISTING GRADIENT NOT LESS THAN 1in40. INVERT LEVELS
OF THE PROPOSED DRAINAGE SHALL BE ESTABLISHED ON SITE PRIOR TO WORK COMMENCING TO
SATISFY THE PROPOSED LAYOUT AND SET THE LEVELS ACCORDINGLY October 2024 MOD B Drg 003
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